Monitoring control panel for emergency devices

HARPER MANAGER XL

Code HPMNGXL (includes OHMCM2L 2-LOOP module) ——

Introduction

TECHNICAL SHEET ...

Monitoring control panel for lighting systems and security signalling. 7” graphic touchscreen. Mounts to wall and 19”
rack enclosures. Power supply 230/115 Vac, 50/60 Hz. OHMCM2L 2-LOOP module included; expandable to 14

Loops. Dimensions: 432 x 563 x 187 mm.

Technical specifications

Installation
Power supply

Maximum absorbed power in VA

Batteries

Autonomy

Total charging time
Insulation class
Additional information

IP Protection rating
Weight

Weight with packaging
Max. Loop length
Compliant to standards

Dimensions (mm)

Mounts to wall and 19” rack enclosures
230/115Vac (+10% -15%), 50-60Hz

30 VA

2 x Pb 12V 17Ah (not included)

3h

12h

I

Manages up to 14 Loops and up to 240 devices per Loop
Manages up to 80 logic groups

Intuitive interface with 7" touchscreen

Topological system map

Webserver with TCP/IP (accessory)

Thermal printer (accessory)

Light dimmer on predisposed maintained devices

On and Off control of maintained emergency devices
Fully programmable times and days for test execution
Non-volatile history memory of events and tests on the system
IP30

10 kg

12.5 kg

2000 m (with twisted shielded cable)

UNI 11222, EN 50172

Width
Height
Depth
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Monitoring control panel for emergency devices TECHNICAL SHEET ...

Accessory items for HARPER MANAGER XL (HPMNGXL)

2-Loop Module OHMCMZ2L expansion module for management of a further 2 additional Loops
Webserver module OHMCMLAN module for Ethernet connection via TCP/IP
Thermal printer OHMXLPRN
19" rack mount bracket OHMXLCABRK
Spacer brackets OHMXLCABSP
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